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Hywax 6217  

Pure excellence 
HYWAX 6217 is the new, natural, all-in-one candle wax specifically formulated for jar-filling.     
With a low congealing point and very hard texture, HYWAX 6217 has an extraordinary ability 
to hold fragrance. Superb, high quality appearance on jar wall.                                                     
It is RAL certified and readily available.  

The innovative natural wax for picture-perfect candles 

HYWAX 6217 Specification Unit Method

Congealing point 53.0 - 55.0 °C ASTM D938

Needle penetration @ 25 °C 22 - 28 1/10mm ASTM D1321

Colour ASTM 0.0 - 0.5 ASTM D1500

RAL - conformance conforms RAL-GZ 041
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Hywax is a registered trademark of the AWAX Group. 
Product trademarks displayed in this document are the 
property of the AWAX Group, except where it is clear 
from the context that they are not. Users of this document 
are not permitted to use these trademarks without the 
prior written consent of their proprietor. All rights not 
expressly granted are reserved. Reference to trademarks 
used by other companies is neither a recommendation, 
nor should it give the impression that products of other 
companies cannot be used. 

Disclaimer: The information contained in this document is 
based on Hywax’s knowledge and experience at the time 
of its creation. We reserve the right to make any changes 
to this document or the products described therein, as a 
result of technological progress or developments. This 
information implies no liability or other legal responsibility 
on our part, including with regard to existing third-party 
patent rights. In particular, no guarantee or warranty of 
properties in the legal sense is implied. The customer is 
not exempted from the obligation to conduct careful 
inspection and testing of incoming products. 

Contact us: 
info@hywax.com 
+49 40 781150 

Hywax GmbH 
Worthdamm 13-27 
20457 Hamburg 
Germany

www.hywax.com

Latest version: September 2024


